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START FAULT INDICATOR SYSTEM

BACKGROUND

Outdoor tasks, such as grooming and maintaining prop-
erty, are commonly performed using various outdoor power
equipment that is configured for the performance of corre-
sponding specific tasks. For example, outdoor power equip-
ment, such as a riding lawn mower, chainsaw, hedge trim-
mer, string trimmer, and/or the like, may be used for cutting
grass, hedges, trees, etc.

From time to time there may be a need to provide some
information to an operator of the outdoor power equipment
while the operator is operating the equipment. However,
communicating with the operator can be difficult consider-
ing that the environment is usually noisy and the operator is
usually focused on the task at hand. Currently a piece of
outdoor power equipment may have one or two small gauges
for providing limited information to the operator. However,
these gauges are often small, black-and-white, communicate
very limited information, and are often difficult to see during
operation due to their placement on the equipment, their
size, and/or the environment. Furthermore, the operator is
usually so intently focused on operating the equipment and
completing the outdoor task that the operator will rarely
notice the conventional gauges and meters in time to identify
an important issue.

BRIEF SUMMARY OF SOME EXAMPLES

Accordingly, in order to improve operator satisfaction in
connection with using outdoor power equipment, some
example embodiments may provide an indicator system for
outdoor power equipment, such as for a riding lawn mower.
The indicator system may be useful for providing the
operator of the outdoor power equipment with a light of a
specific color (or other method) that will alert or notify the
outdoor power equipment operator of a specific condition
occurring and communicate to the operator whether the
operator should look closer at an associated display screen
which is simultaneously displaying more detailed textual of
graphical information about the specific condition.

In this regard, some embodiments of the invention pro-
vide an indicator system for outdoor power equipment. The
indicator system includes an electrical system configured to
determine an occurrence of a predefined condition. The
indicator system further includes a display screen and an
illuminating element corresponding to the display screen. In
some embodiments, the illuminating element comprises a
light source that completely surrounds the perimeter of the
display screen. The electrical system is further configured to,
upon detection of an occurrence of a particular predefined
condition, illuminate the illuminating element in a particular
manner (e.g., in a particular color) based on the particular
predefined condition. At the same time, the electrical system
is also configured to display visual information about the
particular predefined condition on the display screen.

For example, some embodiments of the invention provide
a riding lawn mower having: (1) a cutting system compris-
ing at least one blade for cutting grass; (2) a drive system
comprising at least one wheel for propelling the riding lawn
mower; (3) an engine operably coupled to the cutting system
and the drive system for powering the drive system and the
cutting system; (4) an operator station upon which an
operator can ride during operation of the riding lawn care
vehicle; (5) an operator control system located proximate to
the operator station and operably coupled to the drive system
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and the cutting system; (6) a computer system configured to
detect an occurrence of a predefined condition related to the
operator or operation of the cutting system, drive system, or
engine; and (7) an indicator system positioned proximate to
the operator station, the indicator system comprising an
illuminating element and a display screen, where the illu-
minating element surrounds at least a portion of the perim-
eter of the display screen. In such embodiments, the com-
puter system is configured to, upon detection of an
occurrence of a particular predefined condition, illuminate
the illuminating element in a particular manner based on the
particular predefined condition and display information
about the particular predefined condition on the display
screen.

In some embodiments of the riding lawn mower, the
illuminating element is capable of lighting in a plurality of
different colors, each color being associated with a different
predefined condition or type of condition. For example, the
illuminating element may be configured to glow at least
three colors, where a first color indicates a warning being
displayed on the display screen that requires attention, a
second color indicates that there are no warnings, and a third
color indicates that information of a neutral type is being
displayed on the display screen.

Some embodiments of the riding lawn mower further
include a memory device having information stored therein
that pairs each of a plurality of predefined conditions with a
combination of: a manner of illuminating the illuminating
element, and a textual or graphical message to be displayed
on the display screen.

In some embodiments of the riding lawn mower, the
operator control system includes a steering assembly for
steering the riding lawn care vehicle, and the indicator
system is integrated into a portion of a steering assembly.

In some embodiments of the riding lawn mower, the
predefined condition comprises a fault such and, in response
to the fault occurring, the illuminating element illuminates a
predetermined color associated with the fault. In some
instances the predefined condition comprises at least one of:
detecting if there is no operator in the operator station;
detecting if fuel in a fuel tank has dropped below a prede-
termined level indicating low fuel; detecting a service/check
engine warning; detecting a low oil/oil pressure fault; detect-
ing a tire pressure fault; detecting a engine heat warning;
detecting a transmission heat warning; detecting that RPM
of'a blade or the engine has passed a threshold; or detecting
a steep incline fault.

In some embodiments of the riding lawn mower, the
predefined condition comprises detecting an incoming com-
munication. In response to the detecting the incoming com-
munication, the illuminating element may be configured to
illuminate a predetermined color associated with incoming
communications and the display screen may be configured
to display a textual message regarding the incoming com-
munication. In this regard, the riding lawn mower may
further include a wireless communication device configured
to communicate with a mobile device, and the detecting of
an incoming communication may include detecting that the
mobile device is receiving at least one of: a cellular tele-
phone call; an incoming email; a short range wireless
communication call; a text message; a page; or a calendar
reminder. The display screen may then be configured to
display information about the sender of the incoming com-
munication, such as a phone number, a name, or an icon,
while the illuminating element is lit with a color that
indicates an incoming communication.
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Embodiments of the invention also provide a method of
alerting an operator of a riding lawn care vehicle, the method
comprising: (1) monitoring the riding lawn care vehicle to
determine if any predefined triggering conditions have
occurred; (2) detecting that a particular predefined triggering
condition has occurred; (3) in response to detecting the
occurrence of the particular predefined triggering condition,
illuminating a periphery of a display screen in a first
predetermined manner based on the particular predefined
triggering condition or based on a type of predefined trig-
gering condition that includes the particular predefined
triggering condition; and (4) displaying text or graphics that
provide more detail about the particular predefined trigger-
ing condition on a display screen while illuminating the
periphery of the display screen in the first predetermined
manner. The method may further include, in response to the
particular predefined triggering condition having been cor-
rected or overridden, illuminating an illuminating element of
an indicator system to a second predetermined color,
wherein the second predetermined color is different from the
first predetermined color. The method of claim may also
involve determining if the predefined triggering condition is
an alert that can be overridden, and, in response to detecting
an override button being activated or depressed, overriding
the alert and illuminating an illuminating element of an
indicator system to a second predetermined color, wherein
the second predetermined color is different from the first
predetermined color.

In another example embodiment, a start fault indicator
system for outdoor power equipment may include an illu-
minating element and circuitry to perform start condition
checks to determine if a start fault has occurred. The
illuminating element may be configured to illuminate a first
predetermined color in response to detection of a start fault
occurring, and illuminate a second predetermined color in
response to determining that no start fault is outstanding,
where the first and second predetermined colors are different
colors.

In another example embodiment, a riding lawn care
vehicle includes an engine, an ignition and a start fault
indicator system. The ignition may be configured to receive
a key, and the ignition has a first position and a second
position such that when the key is moved to the second
position, the engine of the riding lawn care vehicle may be
cranked. The start fault indicator system includes an illumi-
nating element and circuitry to perform start fault checks to
determine if a start fault has occurred. The illuminating
element is configured to present a first predetermined color
in response to detection of a start fault occurring, and to
present a second predetermined color in response to deter-
mining that no start faults are outstanding, where the first
and second predetermined colors being different colors.

In another example embodiment, a method of alerting an
operator of a riding lawn care vehicle includes determining
if any predetermined triggering conditions have occurred. If
not, an illuminating element of an indicator system is
illuminated to a first predetermined color. However, if a
predetermined triggering condition has been detected, the
illuminating element is illuminated to a second predeter-
mined color, where the second predetermined color is dif-
ferent from the first predetermined color. In further embodi-
ments, such method includes receiving a key into an ignition
of the riding lawn care vehicle. The ignition has a first
position and a second position, where the second position is
configured to crank an engine of the riding lawn care
vehicle. After being fully inserted into the ignition, the key
is detected as having been moved to the first position. In
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4

response to detecting that the key has been moved to the first
position, the determining if any predetermined triggering
conditions have occurred.

Some example embodiments may improve the ability of
operators and/or fleet managers to monitor various triggers,
events and/or conditions regarding the operation of a riding
lawn care vehicle.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWING(S)

Having thus described the invention in general terms,
reference will now be made to the accompanying drawings,
which are not necessarily drawn to scale, and wherein:

FIG. 1A illustrates a side view of a riding lawn care
vehicle according to an example embodiment;

FIG. 1B illustrates a perspective view of the riding lawn
care vehicle according to an example embodiment;

FIG. 2 illustrates portions of an indicator system of a
power equipment device according to an example embodi-
ment;

FIG. 3A illustrates a perspective view of a riding lawn
care vehicle with the indicator system of FIG. 2 according
to an example embodiment;

FIG. 3B illustrates a block diagram of a system of a riding
lawn care vehicle with the indicator system according to an
example embodiment;

FIG. 4A illustrates a top view of a riding lawn care vehicle
with the indicator system mounted to the steering assembly
according to an example embodiment;

FIG. 4B illustrates a top view of a riding lawn care vehicle
with the indicator system mounted within the hood handle
according to an example embodiment;

FIG. 5A illustrates a top view of a riding lawn care vehicle
with an indicator system according to an example embodi-
ment;

FIG. 5B illustrates a top view of a riding lawn care vehicle
with an indicator system according to another example
embodiment;

FIG. 6 illustrates a back perspective view of a riding lawn
care vehicle with an indicator system according to an
example embodiment;

FIG. 7 illustrates a block diagram of a method of opera-
tion of the indicator system of the riding lawn care vehicle
according to an example embodiment;

FIG. 8 is a front view of the indicator system of a riding
lawn care vehicle according to an example embodiment;

FIG. 9 is a front view of the indicator system of a riding
lawn care vehicle according to another example embodi-
ment;

FIG. 10 illustrates a block diagram of a method of
operation of the indicator system of the riding lawn care
vehicle according to another example embodiment;

FIG. 11 is a front view of the indicator system of a riding
lawn care vehicle according to another example embodi-
ment;

FIG. 12 is a front view of the indicator system of a riding
lawn care vehicle according to another example embodi-
ment;

FIG. 13 is a front view of a separate display screen of the
indicator system of a riding lawn care vehicle according to
another example embodiment;

FIG. 14 is a front view of the indicator system of a riding
lawn care vehicle according to another example embodi-
ment;
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FIG. 15 is a front view of a separate display screen of the
indicator system of a riding lawn care vehicle according to
another example embodiment;

FIG. 16 is a front view of the indicator system of a riding
lawn care vehicle according to another example embodi-
ment; and

FIG. 17 is a front view of the indicator system of a riding
lawn care vehicle according to another example embodi-
ment.

DETAILED DESCRIPTION

Some example embodiments now will be described more
fully hereinafter with reference to the accompanying draw-
ings, in which some, but not all example embodiments are
shown. Indeed, the examples described and pictured herein
should not be construed as being limiting as to the scope,
applicability or configuration of the present disclosure.
Rather, these example embodiments are provided so that this
disclosure will satisfy applicable legal requirements. Like
reference numerals refer to like elements throughout. Fur-
thermore, as used herein, the term “or” is to be interpreted
as a logical operator that results in true whenever one or
more of its operands are true. Additionally, the term “lawn
care” is meant to relate to any yard maintenance activity and
need not specifically apply to activities directly tied to grass,
turf or sod care. As used herein, operable coupling should be
understood to relate to direct or indirect connection that, in
either case, enables functional interconnection of compo-
nents that are operably coupled to each other.

In an example embodiment, an outdoor power equipment
device, such as a riding lawn mower, includes an indicator
system. The indicator system may include an illumination
element around the periphery of a display screen, where the
illumination element lights-up in different manners depend-
ing on different conditions (e.g., events, triggers, conditions,
or the like) of the outdoor power equipment device. For
example, the illumination element may glow yellow to
indicate that the outdoor power equipment device is low on
fuel, may glow red to indicate that the outdoor power
equipment device has certain operational faults that need to
be addressed, and may flash blue to if the operator is
receiving a phone call. [llumination of the periphery of the
display screen and/or the manner of illumination (e.g., the
color, speed of flash, etc.) may direct the operator’s attention
to the display screen which provides more detail about the
particular condition that prompted the illumination of the
illumination element.

In one example embodiment, when the operator inserts
the key into the ignition, the illuminating element turns a
predetermined color (e.g., green) if the power equipment is
ready to start, but turns a different predetermined color (e.g.,
red or yellow) if the power equipment can’t or shouldn’t be
started in its current condition. If the power equipment is
ready to start, the display screen may read “OK to start” or
“ready”, but if the outdoor power equipment device is not
ready to start, the display screen may instruct the operator to
fix a certain condition.

It should be understood that the present disclosure is
applicable to any outdoor power equipment, such as a riding
lawn care vehicle, a chainsaw, a string trimmer, or any other
power equipment. However, for ease of illustration and
description, the figures and the related description of the
present disclosure generally illustrate an embodiment where
the outdoor power equipment is a riding lawn care vehicle,
such as a riding lawn mower. Therefore, the present disclo-
sure should not be limited to only a riding lawn care vehicle,
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6

and is also applicable to other outdoor power equipment,
including chainsaws, string trimmers, hedge trimmers, and
the like.

FIG. 1, which includes FIGS. 1A and 1B, illustrates an
example of a riding lawn care vehicle 10. The riding lawn
care vehicle 10 may include an information panel 14 dis-
playing operational information regarding the riding lawn
care vehicle 10. As shown and described herein, the riding
lawn care vehicle 10 may be a riding lawn mower (e.g., a
lawn tractor, front-mount riding lawn mower, zero-turn
riding lawn mower, and/or the like). However, other
example embodiments of riding lawn care vehicles may be
configured or otherwise equipped to handle snow removal,
brush cutting, tilling or other lawn care-related activities.

FIG. 1A illustrates a side view of the riding lawn care
vehicle 10 and FIG. 1B illustrates a perspective view of the
riding lawn care vehicle 10. The riding lawn care vehicle
may include a steering assembly 20 (e.g., including a
steering wheel, handle bars, or other steering apparatus)
functionally connected to wheels of the riding lawn care
vehicle 10 to which steering inputs are provided (e.g., the
front and/or rear wheels in various different embodiments)
to allow the operator to steer the riding lawn care vehicle 10.
In some embodiments, the riding lawn care vehicle 10 may
include a seat 30 that may be disposed at a center, rear or
front portion of the riding lawn care vehicle 10. The operator
may sit on the seat 30, which may be disposed to the rear of
the steering assembly 20 to provide input for steering of the
riding lawn care vehicle 10 via the steering assembly 20. A
sensor may be included that detects whether or not an
operator is currently sitting in the seat 30. Such a sensor may
be, for example, an electromechanical switch located within
or just beneath the seat surface and communicably coupled
to a central computer, electrical system, or other control
system.

The riding lawn care vehicle 10 may also include, or be
configured to support attachment of, a cutting deck 40
having at least one cutting blade mounted therein. In some
cases, a height of the at least one cutting blade may be
adjustable by an operator of the riding lawn care vehicle 10.
The cutting deck 40 may be a fixed or removable attachment
in various different embodiments. Moreover, a location of
the cutting deck 40 may vary in various alternative embodi-
ments. For example, in some cases the cutting deck 40 may
be positioned in front of the front wheels 42, behind the rear
wheels 44, or in between the front and rear wheels 42 and
44 (as shown in FIG. 1) to enable the operator to cut grass
using the at least one cutting blade when the at least one
cutting blade is rotated below the cutting deck 40. In some
embodiments, the front wheels 42 and/or the rear wheels 44
may have a shielding device positioned proximate thereto in
order to prevent material picked up in the wheels from being
ejected toward the operator. When operating to cut grass, the
grass clippings may be captured by a collection system (e.g.,
bagging attachment 12), mulched, or expelled from the
cutting deck 40 via either a side discharge or a rear dis-
charge.

The riding lawn care vehicle 10 may also include addi-
tional control related components such as one or more speed
controllers, cutting height adjusters and/or the like. Some of
the controllers, such as the speed controllers, may be pro-
vided in the form of foot pedals that may sit proximate to a
footrest 48 (which may include a portion on both sides of the
riding lawn care vehicle 10) to enable the operator to rest his
or her feet thereon while seated in the seat 20.

In the pictured example embodiment of FIG. 1, an engine
50 of the riding lawn care vehicle 10 is disposed substan-
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tially forward of a seated operator. However, in other
example embodiments, the engine 50 could be in different
positions such as below or behind the operator. In some
embodiments, the engine 50 may be operably coupled to one
or more of the wheels of the riding lawn care vehicle 10 in
order to provide drive power for the riding lawn care vehicle
10. In some embodiments, the engine 50 may be capable of
powering two wheels, while in others, the engine 50 may
power all four wheels of the riding lawn care vehicle 10.
Moreover, in some cases, the engine 50 may manually or
automatically shift between powering either two wheels or
all four wheels of the riding lawn care vehicle 10. The
engine 50 may be housed within a cover that forms an
engine compartment to protect engine 50 components and
improve the aesthetic appeal of the riding lawn care vehicle
10.

In an example embodiment, the engine compartment may
be positioned proximate to and/or mate with portions of a
steering assembly housing 60. The steering assembly hous-
ing 60 may house components of the steering assembly 20
to protect such components and improve the aesthetic appeal
of the riding lawn care vehicle 10. In some embodiments, a
steering wheel 62 of the steering assembly 20 may extend
from the steering assembly housing 60 and a steering
column (not shown) may extend from the steering wheel 62
down through the steering assembly housing 60 to compo-
nents that translate inputs at the steering wheel 62 to the
wheels to which steering inputs are provided.

In some embodiments, the steering assembly housing 60,
the steering wheel 62 and/or the fender 46 may include
gauges, displays and/or other user interface components. As
such, for example, user interface components may be pro-
vided to indicate or display information or notifications to
the operator regarding operational parameters related to the
operation of the riding lawn care vehicle 10, parameters
related to predefined alerts or events, or any other condition
where the operator should be alerted. For example, the
information may relate to any of various aspects including
parameters related to cutting deck operation, engine opera-
tion, run time, work time, etc.

In an example embodiment, one or more these gauges,
displays and/or other user interface components may include
an indicator system 100 mounted to the riding lawn care
vehicle 10. The indicator system 100, an example of which
is shown in FIG. 2, may include an illumination element
105, one or more buttons or indicator elements 125, 130,
135, and/or a display screen 110. Components of the indi-
cator system 100 may be housed together in housing 120 and
may be connected with processing circuitry. In an example
embodiment, the housing 120 may include contacts via
which connection may be made to power systems of the
riding lawn care vehicle 10 and/or via which connection
may be made to a sensor network of the riding lawn care
vehicle 10.

In one embodiment, the illuminating element 105
includes a light source that surrounds a periphery of the
display screen 110. For example, as is illustrated in FIG. 2,
the illuminating element 105 may be a circular or semi-
circular light that completely surrounds the display screen
110 located near the center of the circle or semi-circle.

In another embodiment, the illuminating element 105 may
not completely surround the display screen, and instead may
be disposed about a portion of the display screen. In yet
another embodiment, the illuminating element 105 sur-
rounds or is disposed about at least a portion of one or more
buttons 125, 130 and/or the indicator element 135. For
example, in an embodiment, the illuminating element 105
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surrounds the buttons 125, 130, the indicator element 135
and the display screen 110 as illustrated in FIG. 2. It should
be understood that there may be multiple illuminating ele-
ments included with the indicator system 100 and the
present disclosure should not be limited to only having a
single illuminating element 105. If multiple illuminating
elements 105 are included, one or more of the plurality of
illuminating elements 105 may operate independently from
each other and may be disposed around (or surround com-
pletely) the buttons, 125, 130, the indicator element 135, the
display screen 110, any other elements, and/or any combi-
nation thereof. In some embodiments, the illuminating ele-
ment 105 may not surround any element, and in one embodi-
ment could be a light of any shape proximate to one or more
elements (e.g., buttons, display screen, etc.) or a stand-alone
light placed on the riding lawn mower 10.

The light source of the illuminating element 105 may be
light emitting diodes (“LEDs”), a florescent light, an electro-
luminescence (EL) light, backlighting systems, light tubes,
and/or any other means for providing light. In one embodi-
ment, the illuminating element 105 is made up of a plurality
of light sources, such as a series of LEDs, positioned in a
narrow strip that surrounds the display screen 110. A trans-
parent or semi-transparent material may be placed of the
series of LEDs so that the illuminating element 105 has the
appearance of the solid consistent ring of light around the
perimeter of the display screen 110 and any associated
buttons 125, 130.

As will be discussed in more depth later with regard to
FIGS. 7-17, the illuminating element 105 is configured to
glow in a predetermined manner (e.g., a predetermined
color, steadily illuminated, gradually illuminated, flashing at
a predetermined interval, rate, or sequence, etc.) depending
on the condition detected by the outdoor power equipment’s
electrical system. For example, when a particular condition
is detected, the illuminating element 105 may illuminate as
any one of a plurality of colors, such as green, red, blue,
yellow, any other color, or any combination thereof, and the
display screen 110 may display some more detail about the
particular condition that prompted the illumination of the
illuminating element 105. Each color may be associated
with a different condition or type of condition. For example,
the indicator may glow red whenever there’s an immediate
safety issue detected, and the display screen 110 may, at the
same time, present text about the safety issue (e.g., “engine
temp too high,” “tractor riding on too steep of an incline,”
“no operator is detected,” etc.). In another example, the
riding lawn mower 10 may be configured to communicate or
pair with the operator’s mobile phone via a short range
connection (e.g., Bluetooth® or the like), and the illuminat-
ing element 105 may glow blue whenever the operator is
receiving an incoming call on his cellular telecommunica-
tions device, in which case the display screen 110 may
display the name or number of the person calling while the
illuminating element 105 is glowing blue.

In still other embodiments, the illuminating element 105
may be configured to flash or otherwise change brightness
levels based on the particular type of condition. For
example, the illuminating element 105 may glow solid when
communicating information that does not require an opera-
tor response, but may flash when the operator needs to take
some sort of immediate action. The speed of the flash may
indicate the urgency of the information being communicated
on the display.

In one embodiment, the operator can preset which manner
of illumination (e.g., what colors) is associated with which
alert or notification. The operator may also be able to set the
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brightness of the illuminating element 105. For example, the
operator may adjust the illuminating element brightness into
a day mode where the illuminating element 105 is brighter
than a night mode where the illuminating element 105 may
be dimmer.

In one embodiment of the invention, the illuminating
element is configured so that it gradually illuminates and/or
fades when it lights up, turns off, and/or changes colors. This
gradual illuminating and fading provides may provide a
more pleasant appearance for the operator.

As mentioned above, various conditions (e.g., triggers,
events, conditions, states, faults, etc.) could cause the illu-
minating element 105 to illuminate. Examples of predeter-
mined conditions are general faults (e.g., low fuel, service
engine interval expires, the blades need sharpening, low
oil/oil pressure, tire pressure error, engine heat warning,
transmission heat warning, RPM too high or too low, blade
speed too high or too low, parking brake engaged or disen-
gaged, grass collector full or clogged, etc.), safety faults
(e.g., steep incline, no operator detected, parking brake
disengaged, child nearby, roll-over-protection not properly
positioned, discharge shoot not properly positioned, etc.),
incoming electronic communications alerts (e.g., incoming
phone call, incoming email/text message, incoming short
range communications, etc.), or any other alerts/notifications
(e.g., weather alerts/notifications, internet alerts, GPS noti-
fications, garage door open, etc.). The conditions could be
predefined by the operator, the riding lawn care vehicle
manufacturer, or some other entity. Whenever a condition
occurs, the illuminating element 105 illuminates in any one
of a plurality of colors providing an alert or notification to
the operator and the display simultaneously displays a visual
message to the operator providing more detail about the
particular condition, as will be discussed in more depth later
with respect to FIGS. 7-17.

In one embodiment, the illuminating element 105 is
configured to display light to the operator according to
varying brightness, patterns of illumination (e.g., flashing,
blinking light patterns), gradual illumination or dimming
(rather than a simple on/off), any other way to present light
to the operator, or any combination thereof. For example, an
alert could be a red flashing light that blinks three times
which may indicate that the fuel tank is three quarters empty.
As another example, an alert could be a gradual fading in
and out of an orange light as the ground underneath the
riding lawn care vehicle becomes gradually steeper. In other
examples, the illuminating element 105 may be a red indi-
cator light that could be a slow red flash for non-critical
functions (e.g., low on fuel or service engine) and a fast red
flashing for safety warnings or start sequence issues. There
could also be a combination of colors used, such as an
orange and red intermittently blinking alert, or that the left
half of the illuminating element 105 may glow green while
the right half of the illuminating element 105 may glow red
which may indicate, for example, that a tire on the right half
of the riding lawn care vehicle 10 is low on air pressure.

In another embodiment, the illuminating element 105 may
gradually illuminate from one color to another color indi-
cating one state to another state, respectively. For example,
at least a portion of the illuminating element 105 may start
out as dark green indicating that the fuel tank is full, and as
the fuel tank gradually is consumed during operation of the
riding lawn care vehicle 10, the illuminated color becomes
closer to dark red. As such, when the fuel tank is half empty,
the color of the illuminating element 105 may be orange
(i.e., half green-half red), and so the operator knows
approximately how much fuel he/she is in the tank at any
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point in time based solely on the color of the illumination
element 105. The operator will know that the closer to the
color red, the more empty the fuel tank is and the closer to
the color green, the more fuel the tank may have.

It should be understood that the indicator system 100
and/or the illuminating element 105 could also present
sounds or any other way to gather the operator’s attention
according to some embodiments. In one embodiment, the
illuminating element 105 could present sounds instead of
presenting a color light to the operator.

As mentioned above, the indicator system 100 may also
include one or more buttons, such as an override button 125,
a mode select button 130, and/or any other type of button
allowing for any other functionality. The override button 125
may allow for a user to override one or more alerts presented
by the indicator system 100. For example, if an alert is
presented where an override is allowed, such as a low fuel
alert, the operator may acknowledge such alert and remove
the alert by depressing the override button. This may change
the illumination color from a fault color (such as red) back
to a no-fault or “ready” mode color (such as green). There
may be only certain events or conditions for which the
override button 125 is allowed. For example, the override
button 125 may only be allowed to override general faults
and other non-safety alerts, such as low fuel, incoming call,
service needed, low oil, other general maintenance notifi-
cations, alerts not related to operations of the riding lawn
care vehicle (such as incoming call or weather notifications),
or any other alerts or notifications as may be predefined from
the manufacturer (or other entity).

Once an operator depresses the override button 125 where
an override is allowed for the outstanding alert or notifica-
tion, the operator may hold the override down for a prede-
termined time period and, in response thereto, the outstand-
ing alert or notification is temporarily or permanently
removed such that the illumination element no longer dis-
plays the color associated with such outstanding alert or
notification. The indicator system 100 may then determine if
any other alerts or notifications are detected and may display
any detected alert or notification other than the overridden
alert or notification. According to one embodiment, the
operator may be allowed to temporarily override the out-
standing alert or notification and set a time for such over-
riding to expire. This allows the operator to not forget about
the outstanding alert or notification completely, such as if the
operator wants to be reminded of the alert in a predetermined
time in the future, when the operator turns off the engine or
any other time in the future. The override functionality of the
override button 125 is discussed more later with regard to
the methods 700, 1000 of FIGS. 7 and 10, respectively.

The override button 125 may also (or alternatively) have
other functionality, such as functioning as a reset button or
an “enter” button. The reset functionality allows for an
operator to reset the indicator system 100. This may be
useful in case the operator wants to reboot the indicator
system 100 or if the operator would like to reset certain
functions of the indicator system 100. The reset functionality
may also be useful in a user interface to function as resetting
certain values back to zero or some other number. For
example, if the operator wants to reset the tripometer to zero,
the operator would hold the reset button down for a prede-
termined time while in the trip mode and the tripometer
would reset back to zero. The reset button could also be used
in calibrations functions or other functions or features.

The “enter” functionality of the override button 125 may
be used as a selection operator in cooperation with a user
interface that may be employed with the indicator system
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100. For example, if the operator is scrolling through menus
of a user interface of the indicator system 100, the operator
can use the override button 125 as the button to select which
option the operator wishes to perform. The operator could
also use the override button 125 to acknowledge receipt of
alerts. For example, if a message pops up on the display with
an option to hit “OK,” the operator can use the override
button 125 to select the “OK” button. Other operations of the
enter functionality of the override button 125 are also
possible.

Referring now to the mode select button 130, the mode
select button 130 allows for an operator to toggle what is
displayed in the display screen 110. Various modes that are
possible include, but are not limited to, RPM mode, time
mode, temperature mode, hour meter mode, trip time mode,
and inclinometer mode. For RPM mode, the display screen
110 would show the engine’s revolutions per minute
(“RPMs”) of the riding lawn care vehicle. For time mode,
the display screen 110 presents the current time, which may
be a connection to an atomic clock or an on-board clock. In
temperature mode, the display screen 110 displays the
current temperature received from a temperature sensor on
the riding lawn care vehicle or from an internet site. In hour
meter mode, the display screen 110 shows how long the
riding lawn care vehicle has been in operation over the life
of'the riding lawn care vehicle. In trip time mode, the display
screen 110 displays the amount of time that the riding lawn
care vehicle has been operating in the current operating
session. For the inclinometer mode, the display screen 110
presents how steep the current incline that the riding lawn
care vehicle is on. Other modes are also possible and may be
toggled to active using the mode select button 130.

Other buttons may also be employed on the indicator
system 100. Additionally, there may be other indicators
other than the illumination element 105. For example, as
illustrated in FIG. 2, an indicator element 135 may provide
to the operator an indication of one or more features that are
currently active. For example, according to one embodi-
ment, the indicator element 135 could indicate that the riding
lawn care vehicle 10 is currently in reverse mow mode. The
indicator element 135 could also provide an indication of
other active features, such as if the headlights are left on or
if the engine is currently on. The indicator element 135 could
further provide other information to the operator, such as if
the riding lawn care vehicle is operating at an efficient rate,
if a timer has expired, or any other preprogrammed infor-
mation. In one embodiment, if the riding lawn care vehicle
is operating at an optimum rate, the illuminating element
105 glows a first color, such as green, and the harder the
riding lawn care vehicle 10 must work (or the more ineffi-
cient the riding lawn care vehicle operates) the more the
illuminating element 105 glows a second color, such as red.
Thus, if the riding lawn care vehicle 10 is operating at a
medium efficiency, the illuminating element 105 would
glow color that is a combination of 50% of the first color and
50% of the second color, such as orange.

The display screen 110 presents various textual informa-
tion to the operator, such as operational data (e.g., voltages,
RPMs, trip timer, etc.), weather information, safety infor-
mation, fault data, time/date information, etc. For example,
if the indicator system 100 is in RPM mode, the display
screen 110 presents the current RPMs of the riding lawn care
vehicle 10. Also, the display screen can present various
status information of the indicator system 100, such as
“READY,” “FAULT,” “ENGINE BRAKE FAULT,” “LOW
FUEL,” “NO OPERATOR,” or “BLADES ON.”
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The display screen 110 may be a liquid crystal display
(“LCD”), a plasma display panel (“PDP”), an electrolumi-
nescence (“EL”) display, a fluorescent display (“VFD”),
light emitting diode (“LED”) display, or any other display
device. In one embodiment, the display screen 110 can be a
touchscreen to allow an operator to operate the screen by the
touch of the finger/stylus on the screen, and in such embodi-
ment, any buttons can be buttons displayed by software and
activated by touching the display screen 110. The display
screen may be connected with circuitry with the indicator
system 10 so that information discussed herein can be
displayed on the display screen 110.

In one embodiment, the display screen 110 is mounted
within the housing 120. It should be understood, however,
that the display screen 110 need not be located within the
housing 120 of the indicator system 100, and, as will be
described later, one embodiment is directed to having a
display screen located separate from the housing and remote
from the illuminating element 105. For example, the display
screen 110 could be located on or adjacent to the operator’s
seat while the illuminating element 105 may be located in
the dash 140 of the riding lawn care vehicle 10. In another
embodiment, the indicator system 100 may have two or
more display screens—one within the housing 120 and at
least another display located remotely from the housing 120,
such as being located on the fender 46 of the riding lawn care
vehicle 10. Embodiments of separate display are discussed
in more depth below with regard to FIGS. 5-6 and 13-15.

FIGS. 3A and 4A illustrate an example embodiment of the
riding lawn care vehicle 10 with the indicator system 100
installed on a portion of the steering assembly housing 60
that is forward of the steering wheel 62. FIG. 3 illustrates the
riding lawn mower of FIG. 1 with the indicator system 100
located on the dash 140 and installed on the steering
assembly housing 60. FIG. 4A illustrates a top view of the
riding lawn care vehicle of FIG. 3. As illustrated in FIGS. 3
and 4A, the riding lawn care vehicle 10 includes the indi-
cator system 100 of FIG. 2 and the indicator system 100 is
positioned forward of the steering wheel 62 to be in plain
view of the operator while the operator is sitting in the seat
30.

While FIGS. 3A and 4A illustrate that the indicator system
100 is installed on the dash 140 of the steering assembly
housing 60, it should be appreciated that the indicator
system 100 could alternatively be positioned at any of a
plurality of other locations on the riding lawn care vehicle
10. For example, as shown in the illustrative embodiment of
FIG. 4B, the indicator system 100 may be disposed under or
within a portion 402 of the hood where the hood handle 404
is disposed. This configuration of FIG. 4B allows the indi-
cator system 100 to be at least partially shielded from direct
sunlight by the hood handle 404 and also be substantially
visible without visual obstruction from the steering wheel 62
while an operator is sitting in the seat 30 of the riding lawn
care vehicle 10. In some embodiments, the hood handle 404
may be used to remove the housing 406 from around the
engine so that the engine can be accessed. The hood handle
406 may thus operate to be configured to be lifted vertically
and also be a shield for the indicator system 100. Since the
indicator system 100 is disposed in the hood handle, as
illustrated in FIG. 4B, the indicator system 406 is within the
eyesight of the operator while the operator is in the opera-
tor’s seat 30, especially if the operator is looking forward
over the front of the riding lawn mower 10.

According to other embodiments, the indicator system
100 may be disposed on other types of riding lawn mowers
and/or at other positions. For example, FIGS. 5A-5B illus-
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trate the indicator system 100 being disposed of a riding
lawn mower 500 that does not have the engine disposed in
front of the steering column. In such riding lawn mower,
space to mount the indicator display may be more limited
than the riding lawn care vehicle 10 of FIGS. 3, 4A and 4B.
Nonetheless, the indicator system 100 can be disposed in
various locations of the riding lawn mower 500 of FIGS.
5A-5B. For example, FIG. 5A illustrates the indicator sys-
tem 100 being disposed forward of the steering wheel 62 on
a steering assembly housing 60 of a riding lawn mower 500.
According to another example embodiment, the indicator
system 100 could be positioned on the steering wheel 62
itself (e.g., at a center 502 portion of the steering wheel 62
or otherwise positioned to fit within the circumference of the
steering wheel 62 as shown in FIG. 5B). The indicator
system 100 can be integrated into the steering wheel 62 or
be removable from the steering wheel 62 according to some
embodiments.

FIG. 3B illustrates a block diagram of a riding lawn care
vehicle with an indicator system 100 having a wireless
interface. The indicator system 100 may communicate with
a computer system 310 (or other electrical system such as an
application-specific integrated circuit or the like) that, along
with a system of sensors and/or other electronics, determines
the alerts and/or other data to be presented by the indicator
system 100.

According to the embodiment illustrated in FIG. 3B, the
computer system 310 may be located on a portion of the
chassis or frame such that the computer system 310 is not
proximate to the indicator system 100. In such embodiment,
the computer system 310 may communicate wirelessly with
the indicator system 100. The computer system 310 may
receive data from various components 305 (e.g., engine,
ignition, tires, fuel tank, oil, an on-board accelerometer to
determine incline levels, brakes, seat, cutting deck compo-
nents, wireless transceiver 302 and/or other components) via
sensors 320 or other devices. The computer system 310
includes a processor 312 and memory 314 which is config-
ured to communicate with a module for monitoring condi-
tions 316 and a module for receiving data 318. The module
for receiving data 318 may receive data from the sensors 320
or from a wireless transceiver 302. With such data, the
module for monitoring conditions 316 determines if an alert
should be triggered based on predetermined thresholds and
determines the type of alert, including the manner by which
to illuminate the illuminating element and the text or other
visual graphic to display on the display screen. These
modules are stored on any computer-readable medium, such
as memory 714 or memory (not shown) of the indicator
system 100.

In one embodiment, the memory 714 includes a table that
correlates each type of condition with a particular illumina-
tion manner for the illuminating element and a particular
graphic for the display screen. In such an embodiment, when
the receiving data module 318 receives information from a
sensor about a change in a condition, the condition moni-
toring module 316 looks in the memory 714 to determine
whether the change in condition warrants a change in the
indicator system 100 and, if so, specifically how the illumi-
nating element 105 should be illuminated and what text or
symbol should be displayed on the display screen 110. In
some embodiments, there may be a hierarchy of conditions
that also may affect how the condition is displayed via the
indicator system 100. For example, if there is a particularly
urgent or important condition detected, then the condition
may be presented via the indicator system 100 and other
conditions might not be presented until the particularly
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urgent or important condition is cleared. Such a hierarchy or
set of display rules may also be stored in the memory 714.

If an alert is generated and/or if data should be displayed,
the computer system 310 may relay the alert information
and/or data to the indicator system from a general wireless
transceiver 302 to the indicator system’s wireless transceiver
300. The indicator system’s wireless transceiver 300 may
then send such data to the indicator system’s processor 301
which would, in turn, process the alert information and/or
other data to various components of the indicator system
100, such as the illuminating element 105, the display screen
110, or other components 303. It should be understood that
the wireless transceiver 302 may be mounted at any location
on the riding lawn care vehicle 10, such as in the steering
assembly housing 60, on a portion of the frame of the riding
lawn care vehicle 10, or any other location or component of
the riding lawn care vehicle 10. Additionally, it should be
noted that the wireless transceiver 302 may pair and com-
municate with an electronic communications device, such as
a cellular phone, computer/laptop/tablet, or other device
which has wireless communications capabilities, via a short
range network (e.g., Bluetooth®). Moreover, the riding lawn
care vehicle 10 may have other wireless transceiver, such as
a short range transceiver 324, a GPS/internet/cellular trans-
ceiver 326, etc. The short range transceiver 324 communi-
cates with devices over a short range network such as two
way paging “walkie-talkie” type devices. The GPS/internet/
cellular transceiver 326 may be a transceiver that commu-
nicates with a GPS satellite, an internet satellite or cellular
towers to receive GPS data, internet information, or cellular
data, respectively. It should be understood that the wireless
transceivers described herein may be any device capable of
transmitting and/or receiving at least short range wireless
signals, such as a Bluetooth® transceiver, radio frequency
transmitter, and/or any other transmitter or receiver.

It should be understood that the indicator system may
have a wired interface, as opposed to the wireless interface
of FIG. 3B. In such case, the riding lawn care vehicle 10
would have wiring that connects the indicator system 100
with the computer system 310 and may also connect the
wireless transceiver with the computer system 310. The
wiring may be run along the chassis or frame from the
computer system 310 through a hinge portion that allows the
hood 52 to rotate relative to the chassis or frame. In such
embodiment, the wiring may be connected on the bottom of
the upper wall so as to be hidden from an operator. The
wiring connects various components of the riding lawn care
vehicle to a battery 301, the computer system 310 and/or
other circuitry. As such the battery 301 may be connected to
any element which may require electrical energy to operate.
Additionally, the wiring 350 may connect any other com-
ponents of the riding lawn care vehicle 10 and should not be
limited to connecting the indicator system 100 with the
computer system 310.

Additionally, as illustrated in FIGS. SA-5B, the indicator
system 100 may further include a display screen 510 that is
separate from the illuminating element 105. The separate
display screen 510 may be the only display screen of the
indicator system 100 or be in addition to the previously-
discussed display screen 110. The separate display screen
510 is illustrated in FIGS. 5A-5B as mounted to the left and
right fenders 46, respectively, of the riding lawn care vehicle
10. However, the separate display screen 510 can be located
at any other location on the riding lawn mower 500, such as
on the seat, on a portion of the foot rest, or any other location
where an operator can view the display screen when seated.
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The separate display screen 510 may be connected with
circuitry (or via a wireless connection) that is also connected
with the illuminating element 105 such that when the
illuminating element 105 is providing an alert or notification
to the operator, the operator may direct his attention to the
separate display screen 510 which may provide more detail
about the alert or notification. For example, as illustrated in
FIG. 5B, when a low fuel alert occurs, the illuminating
element 105 illuminates as a predetermined color, e.g., red,
and the separate display screen 510 displays text indicating
that that the vehicle has “Low Fuel.” It should be understood
that this status information may also (or in lieu of) be
displayed by the display screen 110 that is immediately
proximate to the illuminating element 105.

FIG. 6 illustrates a riding lawn mower with an indicator
system 600 according to another embodiment. The indicator
system 600 includes illuminating elements 605 and a display
screen 610. The illuminating elements 605 light-up a pre-
determined color dependent on the type of condition occur-
ring. At the same time that the illuminating elements 605 are
illuminated in a particular manner, the display screen 610
may provide more details about the current condition or
event that prompted the illumination of the illuminating
elements 605 in that particular manner. This allows a riding
lawn mower 600 with limited space around the steering
controls to direct the user’s attention to a display screen 610
mounted to another area of the riding lawn mower 600.

FIG. 7 is a block schematic diagram of a method 700 of
operation of the indicator system 100 according to various
embodiments. In block 702, an operator of a riding lawn care
vehicle desires to start the engine of a riding lawn care
vehicle. The engine of the riding lawn care vehicle 10 may
be started by using a key and an ignition. The ignition of the
riding lawn care vehicle 10 may have certain positions that
the key can be turned to once the key is inserted therein. For
example, if the operator wants to power the headlights of the
riding lawn care vehicle 10, the operator inserts the key into
the ignition and turns the key to a certain amount until such
position is reached. If the operator would continue to turn
the key, the key would then be in the cranking position,
whereby the engine would be started. Thus, the key can be
turned to certain positions in the ignition to allow certain
modes or functions, such as a “ready” mode for powering
certain electrical components of the riding lawn care vehicle
10, a “cranking” mode for cranking the engine, and the like.

Referring back to block 702, the operator may begin the
engine starting process of the riding lawn care vehicle by
first placing the riding lawn care vehicle into “ready” mode,
as shown in block 704. In one embodiment, this can be done
buy the operator inserting the key into the ignition and
turning key to an “on” or “ready” position. In another
embodiment, the riding lawn care vehicle can be placed in
“ready” mode merely by inserting the key or by taking some
other action. As briefly mentioned above, such a “ready”
mode does not start the engine of the riding lawn care
vehicle but does “wake up” certain electrical components
such that electricity is supplied to certain parts of the riding
lawn care vehicle and certain diagnostics are performed. In
one embodiment, the key is turned such that electricity is
supplied to a diagnostic system and other parts of the riding
lawn care vehicle so that the diagnostic system can perform
diagnostic tests on the riding lawn care vehicle to determine
any faults that should or must be corrected prior to starting
the engine. Some other parts of the riding lawn care vehicle
may also be powered during the “ready” mode, such as a
wireless short range transceiver (e.g., a Bluetooth® trans-
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ceiver), a GPS transceiver, any other transceivers, and/or
any other element (other than the engine) which works with
the indicator system 100.

In block 706, a determination may be made as to whether
any starting faults have occurred. Examples of starting faults
may include the brakes not being engaged, if the operator
has not been detected, or if the blades are on. Other starting
faults may include low fuel, service/check engine warning,
sharpen blades fault, low o0il/0il pressure fault, tire pressure
fault, engine heat warnings, transmission heat warnings,
steep incline fault, no operator fault, parking brake not
engaged, transmission not in neutral, brake not engaged,
safety devices not engaged, cutting element too loose,
operator not qualified to operate machine, battery too low,
implement not connected properly, or any other faults or
alerts. The starting fault determination may be performed by
various diagnostics and sensors via the diagnostic system,
such as determining if the blades are on, if the brake is
engaged, or any other faults that may be generated at start
up. For example, if the operator is determined to not be in
his seat by the diagnostic system checking a sensor in the
base of the seat, then a starting fault may have occurred and
the method 700 may proceed to block 712.

If no starting faults have been determined to have
occurred, the method 700 may continue to block 710, where
the illuminating element illuminates as a first predetermined
color (e.g., green) indicating that the riding lawn care
vehicle is ready to be cranked. Such illumination may occur
as a slow (e.g., 2 seconds) fade in of colored illumination
from off to on. Additionally, the display screen 110 may
display text such as “READY” providing further confirma-
tion that no starting faults are outstanding. For example,
FIG. 8 illustrates that the illuminating element 105 is lit up
a first predetermined color relating to “ready mode” (e.g.,
green) and displays “READY” indicating the riding lawn
care vehicle is ready to be cranked. At this point, the
operator is allowed to crank the riding lawn care vehicle by
further turning the key in the ignition to the cranking
position. Once the engine has been cranked the display
screen readout may automatically change from “READY” to
whatever predetermined mode (e.g., RPM mode, tempera-
ture mode, time mode, etc.) was selected for the display
screen 110 to display.

On the other hand, if starting faults have been determined
to have occurred in block 708, the method 700 may proceed
to block 712 where the starting fault status is displayed in
text on the display screen 110 and the illuminating element
105 illuminates a second predetermined color (e.g., red)
providing an indication to the operator that a start fault has
occurred, as was discussed above with regard to FIG. 2. As
illustrated in FIG. 9, the illuminating element 105 is lit up as
a predetermined color for starting faults (e.g., red) and
exemplary text is presented in the display screen 110 as
“BLADES ON” indicating that the detected starting fault
relates to the blades being on and as such, the riding lawn
mower cannot be cranked.

Referring back to FIG. 7, in block 714, a determination is
made as to whether the generated start fault can be overrid-
den. This determination may be made by the indicator
system 100 accessing pre-stored information indicating
which faults may be overridden and which faults may not be
overridden. The manufacturer or other entity (e.g., the
operator) may predetermine and preset which faults can be
overridden.

If the generated start fault cannot be overridden, the
method 700 may continue to block 716; otherwise, the
method 700 may proceed to block 715 where a determina-
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tion is made as to whether the override button 125 has been
depressed (or activated). If the override button 125 has been
depressed (or activated), then the method 700 may proceed
to block 718; otherwise, if the override button 125 has not
been depressed, then the method may continue to block 716.

In block 716, the riding lawn care vehicle is monitored to
detect if any action has been performed to address or correct
the issue, or if the issue has been self-corrected. Any action
may be detected, such as whether the action be a corrective
action performed by an operator (or other entity), whether
the issue has self-corrected, or the like. For example, if the
starting fault relates to the operator not being in her seat,
then the action of an operator taking the seat and thus,
sensing the operator being in the seat will be detected as an
action that corrects the starting fault. In another example, if
the engine temperature was too high for starting, the process
of the engine cooling down after a predetermined time may
address or correct the starting fault.

In block 718, if the issue or starting fault has not been
adequately addressed or corrected from block 718, the
method 700 may proceed back to block 712 where the
illuminating element remains lit indicating a starting fault is
still outstanding. However, if the issue or starting fault has
been adequately addressed or corrected, the method 700 may
return to block 706 where diagnostic tests are performed
again to determine if any other starting fault(s) exists.
Alternatively, if multiple faults were previously detected in
block 706, then the method 700 may not need to perform
diagnostic tests again and instead may handle each detected
fault sequentially. If all faults have been addressed the
method 700 would return to block 710 where the indicator
system 100 returns to ready mode and thus, the illuminating
element 105 illuminates as green or other positive color
indicating the system is ready to be cranked.

FIG. 10 is a block schematic diagram of a method 1000
of operation of the indicator system 100 according to various
embodiments. In the illustrated embodiment of FIG. 10, the
method 1000 relates to operations of the indicator system
100 while the riding lawn care vehicle is in operation. The
method 1000 of FIG. 10 could occur directly in response to
the method 700 of FIG. 7 in response to the riding lawn care
vehicle 10 being cranked and as such, the lawn care vehicle
being in operation.

In block 1002, the riding lawn care vehicle 10 is currently
in operation. In one embodiment, the method 1000 may be
equally operable if the riding lawn care vehicle 10 is not
currently in operation but is idle or the engine is not running
Regardless, in block 1004, the illuminating element 105 may
illuminate as green (or other color) indicating that there are
no predetermined conditions (e.g., general faults) currently
outstanding (i.e., no conditions are currently occurring or
have not been adequately addressed or corrected). For
example, if there are no predetermined conditions currently
occurring or if an override button has been depressed (or
activated), then no predetermined conditions (e.g., general
faults) currently outstanding.

FIG. 11 illustrates an example of the indicator system 100
where no predetermined conditions are currently outstand-
ing. It is noted that in FIG. 11, the illuminating element 105
is glowing the same color as is in FIG. 8 indicating a
“READY” mode. However, in FIG. 11, the display screen
110 automatically presents data (e.g., “3600 RPM”) relating
to current operations of the riding lawn care vehicle in FIG.
11 since the riding lawn care vehicle is in operation. Such
presentation may occur automatically in response to the
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riding lawn care vehicle being cranked (and thus, block 1004
of FIG. 10 could proceed in response to block 710 of FIG.
7 occurring).

In block 1006, the riding lawn care vehicle 10 is moni-
tored to determine if any predetermined conditions are
outstanding. Examples of predetermined conditions are gen-
eral faults (e.g., low fuel, service engine intervals, sharpen
blades, low oil/oil pressure, tire pressure, engine heat warn-
ing, transmission heat warning, oil temperature too high,
RPM too high or low, hood open, mechanical or electrical
failure, blades loose, implement not connected properly,
etc.), safety faults (e.g., steep incline, no operator, operator
not qualified, obstruction ahead, child nearby, safety device
not engaged, etc.), incoming call alerts (e.g., incoming
phonecall, incoming short range communications, etc.), and/
or any other alerts (e.g., weather alerts, internet alerts,
garage door open, ambient temperature, oil temperature,
RPM, time, hours in use, fuel level, PTO engaged, flat tire,
etc.). The predetermined conditions could be predetermined
or predefined by the operator, the riding lawn care vehicle
manufacturer, and/or some other entity. As was previously
discussed with regard to FIG. 2 and as will be discussed
more below with respe